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Materials Cast foam, abs plastic arms, sheet steel connectors, steel 
legs, upholstery micro fabric or artificial leather, powder 
coating 

Chair backrest height Two options : 88 CM or 100 CM 

Chair depth 52 CM 

Chair width 59 CM 

Seat depth 43 CM 

Seat width 49 CM 

Seat height 45 CM 

Backrest width 49 CM 

Foam Both seat and backrest are produced with 45 kg /m³ density 
cast foam. 

Arms Open plastic arms, closed plastic arms or closed wooden 
arms can be produced according to the request. 

Frame Seat and backrest frame of the seats, are produced by steel. 

Mechanism Folding mechanism is gravity enabled. 

Fabric or Artificial Leather Artifical leather density: 540 gr/m2, 

Fabric density :180 gr/m² 

Connectors –Sheet Steel Leg connectors are made of 2 mm specifically shaped sheet 
steels. 

Legs - Steel Tube 40×60×1,5 mm steel tube used for the legs of the seat. 

Color & Coating All metal parts are powder coated and resistant to corrosion. 

Other Features 

  

Seat and backrest lids are made of durable plastic. Colors 
for fabric or artificial leather can be selected from the color 
chart. Seats are mounted on the floor with lag screws. All 
seats come with 3 year warranty against manufacture 
defects. 

Packaging Legs are KD, each seat and legs are packed in carton boxes. 


